Datasheet for DisplayPort cable 4K 60Hz PREMIUM quality 3m

DisplayPort cable 4K 60Hz PREMIUM
quality 3m

Product number CDIS-030-I
Length 3000mm

Product description

DisplayPort™ cable, 3m, PREMIUM quality: 4K ready (60Hz), double shielded, gold plated contacts, connectors
with locking function, specification Displayport™ 1.2, colour: black

Key features

¢ High-end DisplayPort™ cable

¢ Specification Displayport™ 1.2

* Resolutions of 3840x2160 4K@60Hz UHD (tested by PC before delivery), 2560x1600, 1080p (FullHD)
e Transmission of audio and video signals

¢ DisplayPort™ connector on both sides (male, 20-pin)

¢ Connectors with locking function

* PREMIUM quality

¢ Gold-plated contacts, plug also gold-plated on the outside

¢ Double shielding with foil shield, braided shield and drain wire

* Thick copper cores with AWG 28

e High End UL 20276 cable material e.g. E344313 80°C 30C VW-1

¢ 19-pole assigned (pin 20 not connected to avoid damage and interference)

¢ Delivery incl. 2 protective caps on the plug

¢ Colour: black

* CE, WEEE, RoHS compliant: 2015/863/EG as well as 2011/65/EG (RoHS III)
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