Datasheet for USB 3.0 Panel mount cable A female (IP67 cap) to A male, metal version, 1m

USB 3.0 Panel mount cable A female
(IP67 cap) to A male, metal version, 1m

Product number HX-U3-1-10 %

[3 =\ )
Length 1000mm \%i%

Product description

USB 3.0 panel mounting cable: A female with screw cap (IP67 protection against dust and moisture) to A male, cap
with wire rope (external), high-end metal version, 1m

Key features

¢ USB 3.0 panel mounting cable

very high quality: metal version with screw-on metal cap
IP67 dust and water protection (when cap is screwed on)
UL cable material

cable strands made of copper

double shielding: foil shield + braided shield

data strands: twisted pair

¢ CONNECTION 1: USB 3.0 A female (screw-on with cap)
CONNECTION 2: USB 3.0 A male, straight

e Super-Speed USB 3.0 compatible and downward compatible to USB 2.0 and USB 1.1
brand: HORXX industrial

o CE, WEEE, ROHS compliant
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EMV-Mutter M20x1,5 USB-A-Stecker

Kabellinge X
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USB-A-Buchse im Metallgehiuse

Gewinde M20x1,5

Fixe Standardkabeliange X = 0,5m - 1,0m - 2,0m, anders Langen auf Antrage

Frontpiattenausschnitt
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